SPECIFICATION SHEET

BIRKDALE

BIRKOURALE

WEIGHTY SCOTCH

TEE HINGES

PRODUCT CODE PREFIXES: 004 & 505

DESCRIPTION

The Weighty Scotch Tee Hinges are designed to be use in
heavy trafficked areas and can accommodate the weight of
larger gates. Suitable for gates, workshop, shed and stable
doors (For hinge application see table below for guide only).

Where the gate height or weight is a concern, an extra hinge
may be added i.e., three hinges per gate.

These weighty scotch tee hinges are available in hot dipped
galvanised and grade 316 stainless steel (300mm 12" only)

Gatemate weighty scotch tee hinge code is prefixed 505.
They come pre-packed complete with all the necessary
colour matched fixings that further complement the hinges.

A loose range prefixed 004 is also available (no fixings).

CONSTRUCTION

Manufactured from mild steel.

GALVANISED:

Coated in accordance with BS/EN ISO 1461:2009. The
average coating thickness is 45 microns. If the product is
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fitted correctly and the surface finish is not damaged the
service life of 15 years can be expected.

All items are coated in accordance with BS-13438.

FINISH

Galvanised BZP Stainless

Steel
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HINGE LOADING Hli
APPLICATION PER JIL
PAIR

When selecting hinges for your gate please
ensure that you choose ones with the correct
loading application.
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This s only approximate hinge loading

application as none of our hinges are tested. SMALL GATES ANDDOORS ~ UPTO10KG  900MM

For heavier gates, an additional hinge can be B MEDIUM GATE UPTO20KG  1200MM

added. C LARGE GATE UPTOS0KG  1800MM

D EXTRA LARGE GATE UPTO8OKG  2400MM
SIZE INS LOAD OUTER CARTON
FINISH (MM) APPL. UNITQTY  MIN. ORDER QTY QTy CODE
Galvanised 4(100) C 1 Pair 5 Pairs 50 Pairs 004 1001
Galvanised 6 (150) C 1 Pair 5 Pairs 40 Pairs 004 1501
Galvanised 8 (200) C 1 Pair 5 Pairs 40 Pairs 004 2001
Galvanised 10 (250) C 1 Pair 5 Pairs 20 Pairs 004 2501
Galvanised 12 (300) 0 1 Pair 5 Pairs 15 Pairs 004 3001
Galvanised 14 (350) C 1 Pair 5 Pairs - 004 3501
Galvanised 16 (400) C 1 Pair 5 Pairs 2 004 4001
Galvanised 18 (450) D 1 Pair 5 Pairs - 004 4501
Galvanised 20 (500) D 1 Pair 5 Pairs - 004 5001
Galvanised 24.(600) D 1 Pair 2 Pairs - 004 6001
Stainless Steel* 12 (300) D 1 Pair 1 Pair 10 Pairs 004 3006
Material thickness between 2.00 and 4.00mm
*Constructed from Grade 316 stainless steel
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TEE HINGES

« Suitable for a huge range of gates; with light,
medium and heavy weights

« Available in stainless steel and premium black
(epoxy black on galvanised steel) finishes

- Ornamental designs also available

- Loading application A-D; see above

- GateMate Tee Hinges supplied with high
performance ruspert wood screws

Countersunk
holes
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PREMIUM PRE FIXINGS

QUALITY PACKED INCLUDED

GATEMATE® Weighty Scotch Tee Hinges

FINISH SIZE INS (MM) UNITQTY LOADAPPL. MIN. ORDER QTY CAIg'Il'J(.)rI?:lTY CODE

Galvanised 4(100) 1 Pair C 5 Pairs 30 Pairs 505 1001
Galvanised 6 (150) 1 Pair C 5 Pairs 30 Pairs 505 1501
Galvanised 8 (200) 1 Pair C 5 Pairs 30 Pairs 505 2001
Galvanised 10 (250) 1 Pair C 5 Pairs = 505 2501
Galvanised 12 (300) 1 Pair C 5 Pairs - 505 3001
Galvanised 14 (350) 1 Pair C 5 Pairs - 505 3501
Galvanised 16 (400) 1 Pair C 5 Pairs - 505 4001
Galvanised 18 (450) 1 Pair D 5 Pairs - 505 4501
Stainless Steel* 12 (300) 1 Pair C 1 Pair 5 Pairs 505 3006

Material thickness between 2.00 and 4.00mm

*Constructed from Grade 316 Stainless Steel
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