
SPECIFICATION SHEET 

DESCRIPTION

This Spring Fastener Set is designed for use with a single 
field gate that is being hung between the posts. It is to be 
used with a gate frame of up to 75mm (3”) thick. The set 
consists of a Spring fastener (latch bar), a central closing 
catch, latch bar keep and fixings. The spring-fastener (latch 
bar) is made from sprung steel and the remainder of the kit 
from mild steel.

CONSTRUCTION

Manufactured from mild steel. 

GALVANISED: Coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. 
If the product is fitted correctly the surface finish is not 
damaged the service life of 15 years can be expected.

 All items are coated in accordance with BS-13438.

FINISH

GATEMATE
FIELD GATE 
ADJUSTABLE 
HINGE SET
PRODUCT CODE: 0370011

FITTING INSTRUCTIONS

STEP 01

Firstly hang the gate on the inside of the hinge post before 
installing the spring latch set. It is advisable to use the 
adjustable type hinge sets i.e., 0326001 or 0336001 to ensure 
the gate is in the desired position (gate between the posts) 
and operates correctly. This latch configuration requires 
approx. 120mm clearance gap between the latched side of 
the gate stile and the post. 

STEP 02

Install the latch bar ‘keep’ so that it is aligned with the top 
rail of the gate. Pre-drill and fix with the screws provided.

STEP 03

Place the spring latch bar through the keep and align it 
centrally on the gate stile. Align the top of the latch bar to 
allow adequate finger access between that and the inside 
face of the post. Secure the latch bar to the gate stile by 
drilling an 8mm hole then push M8 x 130mm cup square 
bolt through the hole in the latch bar and through the gate 
stile. Tighten up the nut against the washer.

STEP 04

Close the gate to align the central closing catch. Mark the 
two holes in the horizontal plain at the desired height and 
pre-drill the post for the M10X75mm coach screws. Tighten 
these accordingly with a socket wrench. Adjust the hinge set 
if the latch bar doesn’t connect with the central closing catch 
correctly.

FINISH SIZE INS (MM) MIN. ORDER QTY OUTER CARTON QTY CODE

Galvanised 24 (600) 1 10 037 0011

Includes: spring fastener, central closing gate catch, keep and fixings

GATEMATE® Field Gate Spring Fastener Set with Central Closing Catch

Galvanised
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