
SPECIFICATION SHEET

deionised water, phosphated to provide excellent coating 
adhesion. The product is then powder coated within 3 hours 
of phosphating.

If the product is fitted correctly and the surface finish is not 
damaged the service life of 10 years can be expected.

BLACK POLYESTER COATING: Polyester powder coating is a 
type of coating that is applied as a free-flowing dry powder. 
The powder is a thermoset polymer, which is used to create 
a hard finish that is tougher than conventional paint. Powder 
coating is mainly used for the coating and protection of 
metals.

Polyester Powder Coatings offer durable decorative finishes 
in a wide range of colours, textures, and gloss levels. They 
are formulated to provide maximum corrosion resistance, 
colour stability and gloss retention. They are suitable for 
interior and exterior use and entirely T.G.I.C free (triglicydyl 
isocyanate crosslinkers).

All items are coated in accordance with BS-13438.

The service life for Premium Black coating is 15 years. 

FINISH

DESCRIPTION

These double gate fastener sets are designed to hold a pair 
of wooden field gates in the closed position. The throw over 
loop is fixed through the top rail of the first gate allowing it 
to pivot and drop down over the top rail of the second gate. 
The garage door bolt is fixed on the same gate as the throw 
over loop and once that it has been dropped into position 
that will secure the gate from open either way, against the 
throw over loop 

The set comprises of a 350mm throw-over loop, a 450mm 
garage door bolt and all the necessary galvanised, or 
premium black fixings.

CONSTRUCTION

GALVANISED: The Galvanising is coated in accordance with 
BS EN ISO 1461:2009 The average coating thickness is 45 
microns. If the galvanised product is fitted correctly and the 
surface finish is not damaged the service life of 10 years can 
be expected 

PREMIUM BLACK: is a durable superior finish coated on 
steel products (Polyester coating on hot dipped galvanise). 
The Galvanising is coated in accordance with BS EN ISO 
1461:2009. The average coating thickness is 45 microns. 
The product is manufactured from mild steel and is hot dip 
Galvanised to ensure maximum corrosion resistance. 

 After galvanising, the product is degreased and rinsed in 

Galvanised Premium 
Black
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DESC FINISH

THROW-
OVER LOOP 
(MM)

DROP BOLT 
(MM)

QUANTITY OF 
DROPBOLTS 
INCL.

SUITABLE 
FOR

MIN. 
ORDER 

QTY

OUTER 
CARTON 

QTY CODE

18” Garage Door Bolt Galvanised 350mm 450mm 1 3” gates 1 10 038 0001
24” Garage Door Bolt Galvanised 350mm 600mm 1 3” gates 1 10 038 0011
18” Garage Door Bolt Premium Black 350mm 450mm 1 3” gates 1 10 038 000B
18” Garage Door Bolt Galvanised 350mm 450mm 2 3” gates 1 10 038 0021

Includes: garage door bolt, throw-over loop and fixings

GATEMATE® Double Field Gate Fastener Set with Garage Door Bolt
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