
SPECIFICATION SHEET

CONSTRUCTION

Manufactured from mild steel. 

GALVANISED: Coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. If 
the product is fitted correctly and the surface finish is not 
damaged the service life of 15 years can be expected.

All items are coated in accordance with BS-13438.

FINISH

Galvanised

DESCRIPTION

This heavy-duty animal safe self-locking gate catch has 
the facility to be locked with a padlock. It is intended to be 
mounted onto the front or back of the adjacent slam post, 
in line with the striker that is mounted through the slam 
stile of the field gate. (Not for use where gates are being 
hung between the posts). The gate catch is surrounded with 
2 parallel horizontal rings which cover any sharp corners 
and gives protection to both pedestrian’s and animals. The 
striker also features a rounded end giving protection. It has 
a total thread length on each leg of 180mm with an overall 
length of 300mm. This enables it to fit gates with either a 
3” or a 4” slam stile. The striker and self-locking catch are 
manufactured from mild steel, and both have a hot dipped 
galvanised coating. 

This product is purchased in a retail poly bag with euro slot 
(hangable) code 0390011 and provided with a gate catch, 
double leg striker and 2 of M10x60mm galvanised coach 
screw fixings.

FINISH PACK TYPE MIN. ORDER QTY CODE

Galvanised Plain Box 1 039 0041

GATEMATE® Field Gate Animal Safety Self Locking Catch Kit with Double Leg Striker

Rounded bars shield 
animals from the 
protruding edges

Extra heavy 
duty striker

U shape striker 
ensures there are 
no exposed catch 

points

GATEMATE
ANIMAL 
SAFETY SELF 
LOCKING GATE 
CATCH KIT 
WITH DOUBLE 
LEG STRIKER
PRODUCT CODE: 0390041
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