
SPECIFICATION SHEET

The powder is a thermoset polymer, which is used to create 
a hard finish that is tougher than conventional paint. Powder 
coating is mainly used for the coating and protection of 
metals. Polyester Powder Coatings offer durable decorative 
finishes in a wide range of colours, textures, and gloss 
levels. They are formulated to provide maximum corrosion 
resistance, colour stability and gloss retention. They are 
suitable for interior and exterior use and entirely T.G.I.C free 
(triglicydyl isocyanate crosslinkers). All items are coated in 
accordance with BS-13438.

BZP

BRIGHT ZINC PLATE (BZP) products give a good level of 
corrosion resistance. The bright zinc coating is coated in 
accordance with ASTM B633-19. The average zinc coating 
thickness is 12 microns.

FINISH

DESCRIPTION

These superior steel adjustable gate eyes are supplied with 
two nuts and washers. Designed for use with both metal 
and wooden field gates. They can be bolted directly through 
the metal gate stiles , but for wooden gates an adjustable 
bottom gate fitting is commonly used

 The stated length of the gate eye is the distance from the 
centre of the eye to the end of the threaded portion. In a 
few cases this can vary slightly. The actual eye size stated 
is between one and two mm over size, to accommodate for 
different coating thickness on the gate pin. 

Ensure grease is applied to the inside of the eye before the 
final fitting stage.

CONSTRUCTION

Galvanised

GALVANISED: Coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. If 
the product is fitted correctly and the surface finish is not 
damaged the service life of 15 years can be expected. All 
items are coated in accordance with BS-13438.

Epoxy Black

BLACK POLYESTER COATING: Polyester powder coating is a 
type of coating that is applied as a free-flowing dry powder. 

Galvanised Epoxy 
Black

BZP
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CATALOGUE DATA

Superior quality steel adjustable gate eye bolts with two nuts. Designed for field and farm gates, these gate eyes are 
compatible with our wide range of gate hooks. Adjustable gate eyes can be bolted directly through steel gate stiles, 
but for timber gates an adjustable bottom fitting is commonly used

FINISH THREAD GAUGE
THREAD LENGTH TO 
CENTRE OF EYE INS (MM)

SUITABLE FOR PIN 
INS (MM) MIN. ORDER QTY

OUTER 
CARTON QTY CODE

Galvanised M12 4 (100) ½ (12) 1 100 049 4121
Galvanised M16 4 (100) ⅝  (16) 1 50 049 4161
Galvanised M20 5 (125) ¾ (20) 1 25 049 4201
Galvanised M16 6 (150) ⅝  (16) 1 50 049 6161
Galvanised M20 6 (150) ¾ (20) 1 25 049 6201
Galvanised M22 7 (180) ⅞ (22) 1 25 049 6221
Galvanised M20 6 (150) ⅞ (22) 1 25 049 6241
Galvanised M24 7 (180) 1 (25) 1 25 049 6251
Galvanised M30 6.8 (175) 1¼ (32) 1 10 049 6321
Galvanised M20 9 (230) ¾ (20) 1 25 049 8201
Galvanised M22 9 (230) ⅞ (22) 1 25 049 8221
Galvanised M20 8 (200) ⅞ (22) 1 25 049 8241
Galvanised M24 9 (230) 1 (25) 1 20 049 8251
Galvanised M30 8.7 (220) 1¼ (32) 1 10 049 8321
Galvanised M20 10 (250) ¾ (20) 1 25 049 1201
BZP M12 4 (100) ½ (12) 1 100 049 4122
BZP M16 4 (100) ⅝  (16) 1 50 049 4162
BZP M20 5 (125) ¾ (20) 1 25 049 4202
BZP M12 6 (150) ½ (12) 1 100 049 6122
BZP M16 6 (150) ⅝  (16) 1 50 049 6162
BZP M20 6 (150) ¾ (20) 1 25 049 6202
BZP M20 8 (200) ¾ (20) 1 25 049 8202
BZP M20 10 (250) ¾ (20) 1 25 049 1202
Epoxy Black M12 4 (100) ½ (12) 1 100 049 4123
Epoxy Black M16 4 (100) ⅝ (16) 1 50 049 4163
Epoxy Black M20 5 (125) ¾ (20) 1 25 049 4203
Epoxy Black M12 6 (150) ½ (12) 1 100 049 6123
Epoxy Black M16 6 (150) ⅝ (16) 1 50 049 6163
Epoxy Black M20 6 (150) ¾ (20) 1 25 049 6203
Epoxy Black M22 6 (150) ⅞ (22) 1 25 049 6223
Epoxy Black M20 8 (200) ¾ (20) 1 25 049 8203
Epoxy Black M22 8 (200) ⅞ (22) 1 25 049 8223
Epoxy Black M20 10 (250) ¾ (20) 1 25 049 1203

Adjustable Gate Eye with 2 Nuts
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