
products (Polyester coating on hot dipped galvanised).

BLACK POLYESTER COATING: Polyester powder coating is a 
type of coating that is applied as a free-flowing dry powder. 
The powder is a thermoset polymer, which is used to create 
a hard finish that is tougher than conventional paint. Powder 
coating is mainly used for the coating and protection of 
metals. Polyester Powder Coatings offer durable decorative 
finishes in a wide range of colours, textures, and gloss 
levels. They are formulated to provide maximum corrosion 
resistance, colour stability and gloss retention. They are 
suitable for interior and exterior use and entirely T.G.I.C free 
(triglicydyl isocyanate crosslinkers). 

All items are coated in accordance with BS-13438.
The service life for Premium Black coating is 15 years.

FINISH

DESCRIPTION

The Brenton Padbolt is design for securing flush mounted 
gates and doors. For extra strength and longevity the handle 
has been welded into the shoot and the knuckle and stop 
have been welded through the back plate (not riveted). 
Suitable padlocks recommended for use are the 50mm 
closed or open shackle padlocks available in the Gatemate 
range. There are fixing holes designed to accept cup square 
bolts which prevent the Padbolt from being removed from 
the front face. Fixings included in Gatemate range.

 5/8” (16mm) shoot versions are available (see website)

CONSTRUCTION

Manufactured from mild steel. 

GALVANISED: coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. The 
Gatemate versions come with galvanised bolts and Silver 
Ruspert screws which have 1000 NSS. If the product is fitted 
correctly and the surface finish is not damaged the service 
life of 15 years can be expected.

BRIGHT ZINC PLATE (BZP) products give a good level of 
corrosion resistance. The bright zinc coating is coated in 
accordance with ASTM B633-19. The average zinc coating 
thickness is 12 microns

PREMIUM BLACK is a durable superior finish coated on steel 

SPECIFICATION SHEET

Galvanised BZP Epoxy 
Black

Premium 
Black

Stainless 
Steel 
(Grade 316)
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SHOOT
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FINISH SIZE INS (MM)

MIN. 
ORDER 

QTY

OUTER 
CARTON 

QTY CODE

Galvanised 4 (100) 5 50 103 1001

Galvanised 6 (150) 5 50 103 1501

Galvanised 8 (200) 5 50 103 2001
Galvanised 10 (250) 5 50 103 2501
BZP 4 (100) 5 50 103 1002
BZP 6 (150) 5 50 103 1502
BZP 8 (200) 5 50 103 2002
Epoxy Black 4 (100) 5 50 103 1003
Epoxy Black 6 (150) 5 50 103 1503
Epoxy Black 8 (200) 5 50 103 2003
Premium Black 6 (150) 5 50 103 150B
Premium Black 8 (200) 5 50 103 200B
Stainless Steel* 6 (150) 1 30 103 1506

*Constructed from Grade 316 stainless steel

Brenton Padbolt with ½” Shoot

FINISH SIZE INS (MM) MIN. ORDER QTY OUTER CARTON QTY CODE

Galvanised 4 (100) 5 30 512 1001
Galvanised 6 (150) 5 30 512 1501
Galvanised 8 (200) 5 30 512 2001
Galvanised 10 (250) 5 30 512 2501
BZP 4 (100) 5 30 512 1002
BZP 6 (150) 5 30 512 1502
BZP 8 (200) 5 30 512 2002
Epoxy Black 4 (100) 5 30 512 1003
Epoxy Black 6 (150) 5 30 512 1503
Epoxy Black 8 (200) 5 30 512 2003
Premium Black 6 (150) 5 30 512 150B
Premium Black 8 (200) 5 30 512 200B
Stainless Steel* 6 (150) 1 5 512 1506

*Constructed from Grade 316 Stainless Steel

GATEMATE® Brenton Padbolt with ½" Shoot
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