SPECIFICATION SHEET B I R I( D H I_ E

BIRKDALE
CABIN HOOK
WIRE PATTERN

PRODUCT CODES PREFIXED: 135 & 532

DESCRIPTION Epoxy Black

BLACK POLYESTER COATING: Polyester powder coating is a
type of coating that is applied as a free-flowing dry powder.
The powder is a thermoset polymer, which is used to create
a hard finish that is tougher than conventional paint. Powder

These wire pattern cabin hooks are designed to hold back
both side and entrance gates or shed doors. It is advisable
to fix the receiver staple to the rear of the gate and the

hook part to an anchor point, i.e: side of the building, shed, coating is mainly used for the coating and protection of
fencepost (if convenient) or a separate concreted mounting metals. Polyester Powder Coatings offer durable decorative
post. finishes in a wide range of colours, textures, and gloss

levels. They are formulated to provide maximum corrosion
resistance, colour stability and gloss retention. They are

Hook Diameter in mm (Main Body) _ i A ,
suitable for interior and exterior use and entirely T.G.I.C free

100mm (4") 6mm (triglicydyl isocyanate crosslinkers). All items are coated in
150mm (67) 6mm accordance with BS-13438.

200mm (8”) bmm

250mm (10”) bmm e

300mm (12°) 8mm Galvanised Epoxy

600mm (24") 12mm Black

CONSTRUCTION

Galvanised

GALVANISED: Coated in accordance with BS/EN ISO
1461:2009. The average coating thickness is 45 microns. If
the product is fitted correctly and the surface finish is not
damaged the service life of 15 years can be expected.
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Wire Pattern Cabin Hooks

MIN. OUTER
ORDER CARTON
FINISH SIZE INS (MM) QTy QTy CODE
Galvanised 4.(100) 20 100 135 1001
Galvanised 6 (150) 20 100 135 1501
Galvanised 8 (200) 20 100 135 2001
Galvanised 10 (250) 10 - 135 2501
Galvanised 12 (300) 10 100 135 3001
Galvanised 24 (600) * 10 - 135 6001
Epoxy Black 4(100) 20 100 135 1003
Epoxy Black 6 (150) 10 100 135 1503
Epoxy Black 8 (200) 20 100 135 2003
Epoxy Black 10 (250) 10 - 135 2503
Epoxy Black 12 (300) 10 100 135 3003
Epoxy Black 24 (600) * 10 - 135 6003
*Heavy duty
FINISH SIZE INS (MM) MIN. ORDER QTY CODE
Galvanised 4,(100) 5 532 1001
Galvanised 6 (150) 5 532 1501
Galvanised 8 (200) 3 532 2001
Galvanised 10 (250) 5 532 2501
Galvanised 12 (300) 3 532 3001
Galvanised 24 (600) * 5 532 6001
Epoxy Black 4.(100) 5 532 1003
Epoxy Black 6 (150) 5 532 1503
Epoxy Black 8 (200) 5 532 2003
Epoxy Black 12 (300) 5 532 3003
*Heavy duty
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