
SPECIFICATION SHEET

coating is mainly used for the coating and protection of 
metals. Polyester Powder Coatings offer durable decorative 
finishes in a wide range of colours, textures, and gloss 
levels. They are formulated to provide maximum corrosion 
resistance, colour stability and gloss retention. They are 
suitable for interior and exterior use and entirely T.G.I.C free 
(triglicydyl isocyanate crosslinkers). All items are coated in 
accordance with BS-13438.

FINISH

DESCRIPTION

The Swift Clamp Repair spur are designed for the repair and 
replacement of rotten or damaged fence posts that have 
been concreted in. Once the old post has been cut off at 
ground/concrete base level drive the point of the spur down 
between the existing wooden post and concrete base. The 
Swift clamp system features 2 x 8mm x 30mm galvanised 
cup square bolts and Nyloc locking nuts to tighten and 
clamp the post firmly into the post socket. This prevents any 
post movement as well as allowing for over/under sized 
post tolerance. This system also allows for removal of the 
post at a later stage if required.

CONSTRUCTION

Galvanised

GALVANISED: Coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. If 
the product is fitted correctly and the surface finish is not 
damaged the service life of 15 years can be expected. 

Epoxy Brown

BROWN POLYESTER COATING: Polyester powder coating is 
a type of coating that is applied as a free-flowing dry powder. 
The powder is a thermoset polymer, which is used to create 
a hard finish that is tougher than conventional paint. Powder 

Galvanised Epoxy 
Brown

FINISH SUITABLE FOR MIN. ORDER QTY CODE

Epoxy Brown 3” posts 10 261 0753
Epoxy Brown 4” posts 10 261 1003
Galvanised 3” posts 10 261 0751
Galvanised 4” posts 10 261 1001

FENCEMATE® Swift Clamp Repair Spur

FENCEMATE
SWIFT CLAMP 
REPAIR SPUR
PRODUCT CODE PREFIX: 261
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