
GALVANISED: coated in accordance with BS/EN ISO 
1461:2009. The average coating thickness is 45 microns. If 
the product is fitted correctly and the surface finish is not 
damaged the service life of 15 years can be expected.

PREMIUM BLACK: is a durable superior finish coated on 
steel products (Polyester coating on hot dipped galvanise). 
The Galvanising is coated in accordance with BS EN ISO 
1461:2009. The average coating thickness is 45 microns. 

BLACK POLYESTER COATING: Polyester powder coating is a 
type of coating that is applied as a free-flowing dry powder. 
The powder is a thermoset polymer, which is used to create 
a hard finish that is tougher than conventional paint. Powder 
coating is mainly used for the coating and protection of 
metals. Polyester Powder Coatings offer durable decorative 
finishes in a wide range of colours, textures, and gloss 
levels. They are formulated to provide maximum corrosion 
resistance, colour stability and gloss retention. They are 
suitable for interior and exterior use and entirely T.G.I.C free 
(triglicydyl isocyanate crosslinkers). 

All items are coated in accordance with BS-13438.

FITTED

Cranked shape

The width of the band 
increases with length

FIXINGS 
INCLUDED

PRE PACKEDPREMIUM 
QUALITY

DESCRIPTION

The cranked pattern bands are designed so that the gate or 
door sits flush with the front of the gate post or door frame. 
They can also be used for hanging gates between the posts. 
They can be used in high trafficked areas and have the 
capacity to accommodate large and heavy gates (see table 
below for guide only) Where the gate height or weight is a 
concern an extra hinge may be added i.e., three hinges per 
gate. 

CONSTRUCTION

Manufactured from mild steel. 

SPECIFICATION SHEET

Galvanised Epoxy 
Black

Premium 
Black

Stainless 
Steel 
(grade 316)
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GATE TYPE CLASS WEIGHT MAXIMUM WIDTH

A SMALL GATES AND DOORS UP TO 10KG 900MM
B MEDIUM GATE UP TO 20KG 1200MM
C LARGE GATE UP TO 50KG 1800MM
D EXTRA LARGE GATE UP TO 80KG 2400MM

HINGE LOADING 
APPLICATION PER 
PAIR
When selecting hinges for your gate please 
ensure that you choose ones with the correct 
loading application. 

This is only approximate hinge loading 
application as none of our hinges are tested.

For heavier gates, an additional hinge can be 
added.

FINISH
SIZE INS 
(MM)

PIN/EYE Ø 
INS (MM)

LOAD 
APPL. UNIT QTY

MIN. ORDER 
QTY

OUTER 
CARTON QTY CODE

Galvanised 10 (250) ½ (12) B 1 Pair 10 Pairs 20 Pairs 007 2501
Galvanised 12 (300) ½ (12) B 1 Pair 5 Pairs 20 Pairs 007 3001
Galvanised 14 (350) ½ (12) B 1 Pair 5 Pairs 15 Pairs 007 3501
Galvanised 16 (400) ½ (12) B 1 Pair 5 Pairs 10 Pairs 007 4001

Galvanised 18 (450) ⅝   (16) C 1 Pair 5 Pairs 10 Pairs 007 4501

Galvanised 20 (500) ⅝   (16) C 1 Pair 5 Pairs 10 Pairs 007 5001
Galvanised 24 (600) ⅝   (16) C 1 Pair 2 Pairs 6 Pairs 007 6001
Galvanised 30 (750) ¾ (20) D 1 Pair 2 Pairs - 007 7501
Galvanised 36 (900) ¾ (20) D 1 Pair 2 Pairs - 007 9001
Galvanised 42 (1050) ¾ (20) D 1 Pair 1 Pair - 007 1051
Galvanised 48 (1200) ¾ (20) D 1 Pair 1 Pair - 007 1201
Epoxy Black 12 (300) ½ (12) B 1 Pair 5 Pairs 20 Pairs 007 3003
Epoxy Black 14 (350) ½ (12) B 1 Pair 5 Pairs 15 Pairs 007 3503
Epoxy Black 16 (400) ½ (12) B 1 Pair 5 Pairs 10 Pairs 007 4003
Epoxy Black 18 (450) ⅝   (16) C 1 Pair 5 Pairs 10 Pairs 007 4503
Epoxy Black 20 (500) ⅝   (16) C 1 Pair 5 Pairs 10 Pairs 007 5003
Epoxy Black 24 (600) ⅝   (16) C 1 Pair 2 Pairs 6 Pairs 007 6003
Epoxy Black 30 (750) ¾ (20) D 1 Pair 2 Pairs - 007 7503
Epoxy Black 36 (900) ¾ (20) D 1 Pair 2 Pairs - 007 9003
Epoxy Black 48 (1200) ¾ (20) D 1 Pair 1 Pair - 007 1203
Premium Black 18 (450) ⅝   (16) C 1 Pair 1 Pair 5 Pairs 007 450B
Premium Black 24 (600) ⅝   (16) C 1 Pair 1 Pair 2 Pairs 007 600B
Premium Black 30 (750) ¾ (20) D 1 Pair 1 Pair 2 Pairs 007 750B
Premium Black 36 (900) ¾ (20) D 1 Pair 1 Pair 2 Pairs 007 900B
Stainless Steel* 18 (450) ⅝   (16) C 1 Pair 1 Pair 5 Pairs 007 4506
Stainless Steel* 24 (600) ⅝   (16) C 1 Pair 1 Pair 2 Pairs 007 6006
Stainless Steel* 36 (900) ¾ (20) D 1 Pair 1 Pair - 007 9006

*Constructed from Grade 316 stainless steel
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FINISH
SIZE INS 
(MM)

UNIT 
QTY

LOAD 
APPL.

MIN. ORDER 
QTY CODE

Galvanised 10 (250) 1 Pair B 5 Pairs 507 2501

Galvanised 12 (300) 1 Pair B 5 Pairs 507 3001
Galvanised 14 (350) 1 Pair B 5 Pairs 507 3501
Galvanised 16 (400) 1 Pair B 5 Pairs 507 4001

Galvanised 18 (450) 1 Pair C 5 Pairs 507 4501

Galvanised 20 (500) 1 Pair C 5 Pairs 507 5001
Galvanised 24 (600) 1 Pair C 2 Pairs 507 6001
Galvanised 30 (750) 1 Pair D 2 Pairs 507 7501
Galvanised 36 (900) 1 Pair D 2 Pairs 507 9001
Epoxy Black 12 (300) 1 Pair B 5 Pairs 507 3003
Epoxy Black 14 (350) 1 Pair B 5 Pairs 507 3503
Epoxy Black 16 (400) 1 Pair B 5 Pairs 507 4003
Epoxy Black 18 (450) 1 Pair C 5 Pairs 507 4503
Epoxy Black 24 (600) 1 Pair C 2 Pairs 507 6003
Epoxy Black 30 (750) 1 Pair D 2 Pairs 507 7503
Epoxy Black 36 (900) 1 Pair D 2 Pairs 507 9003
Premium Black 18 (450) 1 Pair C 5 Pairs 507 450B
Premium Black 24 (600) 1 Pair C 2 Pairs 507 600B
Premium Black 30 (750) 1 Pair D 2 Pairs 507 750B
Premium Black 36 (900) 1 Pair D 2 Pairs 507 900B
Stainless Steel* 18 (450) 1 Pair C 1 Pair 507 4506
Stainless Steel* 24 (600) 1 Pair C 1 Pair 507 6006

*Constructed from Grade 316 Stainless Steel

GATEMATE® Cranked Band & Hook on Plate

FINISH
SIZE INS 
(MM) LOAD APPL.

UNIT 
QTY

MIN. 
ORDER 

QTY

OUTER 
CARTON 

QTY CODE

Premium Black 18 (450) C 1 Pair 1 Pair 5 Pairs 007 450B
Premium Black 24 (600) C 1 Pair 1 Pair 2 Pairs 007 600B
Premium Black 30 (750) D 1 Pair 1 Pair 2 Pairs 007 750B
Premium Black 36 (900) D 1 Pair 1 Pair 2 Pairs 007 900B
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