
CONSTRUCTION

GALVANISED: The Galvanising is coated in accordance with 
BS EN ISO 1461:2009 The average coating thickness is 45 
microns. If the galvanised product is fitted correctly and the 
surface finish is not damaged the service life of 10 years can 
be expected. 

All items are coated in accordance with BS-13438.

FINISH

DESCRIPTION

These hinges are designed for the flat-topped and 
continental type gates which are generally framed 
only (without cross braces). Thanks to the heavy-duty 
construction of the hinges with a 350mm horizontal leaf 
and a 190mm vertical leaf it gives the critical gate joints 
substantial support. The adjustable gate eyes enable you to 
adjust the gate when fitting it, and after to compensate for 
any possible gate sag. The mounting hole for the adjustable 
gate eyes on the neck of the band is slotted which enables 
the gate to be adjusted towards or away from you, in the 
closed position.

FINISH
SIZE INS 
(MM)

LOAD 
APPL.

UNIT 
QTY

MIN. 
ORDER 

QTY OUTER CARTON QTY CODE

Galvanised 14 (350) B 1 Pair 1 Pair 5 Pairs 026 0101

Braced Adjustable Band & Hook on Plate

FINISH SIZE INS (MM) UNIT QTY LOAD APPL.
MIN. ORDER 

QTY CODE

Galvanised 14 (350) 1 Pair B 5 Pairs 598 0101

GATEMATE® Braced Adjustable Band & Hook on Plate

SPECIFICATION SHEET

Galvanised

BIRKDALE
BRACED 
ADJUSTABLE 
BAND AND 
HOOK-ON PLATE
PRODUCT CODES: 0260101 & 5980101
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GATE TYPE CLASS WEIGHT MAXIMUM WIDTH

A SMALL GATES AND DOORS UP TO 10KG 900MM
B MEDIUM GATE UP TO 20KG 1200MM
C LARGE GATE UP TO 50KG 1800MM
D EXTRA LARGE GATE UP TO 80KG 2400MM

HINGE LOADING 
APPLICATION PER 
PAIR
When selecting hinges for your gate please 
ensure that you choose ones with the correct 
loading application. 

This is only approximate hinge loading 
application as none of our hinges are tested.
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